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POMPE Filtri PrOiEttOri trattaMEntO  
dEll’ acqua

rOBOt POMPE  
di calOrE

Prodotto di riferimento dell’intero settore, il filtro a diatomea 
Pro-Grid offre una filtrazione senza paragoni, compresa tra 2 
e 5 micron, per i clienti più esigenti. Tale finezza permette di 
ridurre il ricorso a prodotti trattanti.

I PUNTI DI FORZA
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Bacinella per il recupero 
della diatomea 
C09002SEP

Valvole a 6 
vie vendute 
separatamente
SP0715XR50E

Il collare elimina il 
rischio di un errato 
allineamento del 
filtro in fase di 
montaggio

PRESTAZIONI
  Finezza di filtrazione: da 2 a 5 μ.
  Limita l’utilizzo di prodotti chimici.

VERSATILITÀ
  Disponibile in 5 modelli, da 11 a 30 m3/h, adatti 
a tutti i tipi di vasche.
  Uscite da 2’’ o 1’’ ½ a seconda del modello.

RESISTENZA
  Resistente alla corrosione chimica e salina in 
caso di normale utilizzo.
  Serbatoio iniettato in polimero rinforzato con 
vibra di vetro: robustezza e grande durata.

MANUTENZIONE
  Estremamente semplice da utilizzare (collare di 
serraggio monoblocco a tenuta stagna).
  Manometro, tappi di spurgo e di scarico.
  Prevedere un’altezza sufficiente per l’apertura 
del filtro (spazio utile minimo: 650 mm sopra il 
filtro).
  Serbatoio garantito 10 anni.

MANUTENZIONE
  Bacinella per il recupero della diatomea 
C09002SEP, per evitare di disperderla negli 
scarichi.
  Bicchiere per il dosaggio della diatomea 
(capacità 450 g) EC0010SC.
  Venduto senza valvola laterale, da ordinare a 
parte.

Portata Superficie di 
filtrazione  Kg diatomea E/U Tara Rif.

11 m3/h 2,20 m2 1,3 kg 1’’1/2 25 kg DE2420EURO

16 m3/h 3,30 m2 2 kg 1’’1/2 30 kg DE3620EURO

22 m3/h 4,45 m2 2,7 kg 2’’ 34 kg DE4820EURO

27 m3/h 5,60 m2 3,4 kg 2’’ 37 kg DE6020EURO

30 m3/h 6,60 m2 4 kg 2’’ 43 kg DE7220EURO

PRO gRiDTM

CARTUCCE Di 
RiCAMBiO

Dimensioni in 
mm 

A B C D

DE2420EURO 810 838 381 660
DE3620EURO 870 838 381 660
DE4820EURO 1020 838 381 660
DE6020EURO 1070 838 381 660
DE7220EURO 1320 838 381 660

va lv o l a  e 
a p pa r e c c h i at u r e

s u l  s e r b at o i o

+  Filtrazione da 2 a 5 micron
+  Una qualità dell’acqua senza 

paragoni
+  Limita l’utilizzo di prodotti 

trattanti

+  Serbatoio garantito 10 
anni, 5 anni di garanzia per 
valvola e accessori

10 ANNI
GARANZIA

Importante: gli algicidi a base di ammonio quaternario, il PHMB e i flocculanti non sono compatibili con i filtri 
a diatomea.

  Spurgo manuale per scaricare l’aria in eccesso all’interno del sistema.
  Serbatoio di filtraggio estremamente resistente, iniettato in polimero rinforzato con 

fibra di vetro, garanzia anticorrosione.
  Griglia filtrante progettata per il filtraggio dal basso verso l’alto e per un 

controlavaggio in senso contrario.
  La particolare configurazione del collare elimina il rischio di un errato allineamento 

del filtro in fase di montaggio. Inoltre, sempre per semplificare la manutenzione, 
il sistema è composto solo da una vite e da un dado: stop ai mille pezzi da 
maneggiare!

  Spurgo completo integrato 1’’½ per una pulizia totale e rapida grazie al filtro 
facile da svuotare.vidange simplifiée du filtre.
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5 ANNI
GARANZIA

Valvole per il modello Pro Grid* E/U Numero di vie Rif.

DE2420 - DE3620 1’’1/2 6 SP0710XR50E

DE4820 - DE6020 - DE7220 2’’ 6 SP0715XR50E
* Raccomandazione del produttore: Ricarica controlavaggio: max. 30% circa. Hayward® raccomanda di eseguire annualmente la 
pulizia completa del filtro a fine stagione. Filtri e valvole sono acquistabili separatamente.
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PUMPS FILTERS LIGHTING WATER TREATMENT CLEANERS HEAT PUMPS

A benchmark in this field, the Hayward Pro-Grid diatom filter 
offers 2 to 5 micron filtration of incomparable quality to the 
most demanding of swimmers. Such a fine level of filtration 
means the reduced use can be made of treatment products.

The ADVANTAGES 

Pro GridTM
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on the tank

10YEARS
WARRANTY

+  2 to 5 micron filtration
+  Incomparable quality of 

water
+  Limits the use of treatment 

products

+  Tank guaranteed for 10 
years, valve and equipments 
guaranteed for 5 years

5YEARS
WARRANTY
va lv e  a n D 

e q u i p e m e n t s

D.E. recovery tank
C09002SEP

Valve 6 positions 
sold separately
SP0715XR50E

The Hayward filter 
clamp assembly 
consistsof two key 
components that 
work in concert with 
the clamp

Flow Rate Filter Surface D.E. kg E/S Wt.when 
empty P/N.

11 m3/h 2,20 m2 1,3 kg 1’’1/2 25 kg DE2420EURO

16 m3/h 3,30 m2 2 kg 1’’1/2 30 kg DE3620EURO

22 m3/h 4,45 m2 2,7 kg 2’’ 34 kg DE4820EURO

27 m3/h 5,60 m2 3,4 kg 2’’ 37 kg DE6020EURO

30 m3/h 6,60 m2 4 kg 2’’ 43 kg DE7220EURO

PRO gRiDTM

RE-EqUiPMEnT
CARTRiDgES

Dimensions
in mm

A B C D

DE2420EURO 810 838 381 660
DE3620EURO 870 838 381 660
DE4820EURO 1020 838 381 660
DE6020EURO 1070 838 381 660
DE7220EURO 1320 838 381 660

Important : algaecides based on quaternary ammonium PHMB and floculents are incompatible with D.E. filters.

  High-Profile Manual Air Relief provides an easy way to manually purge air trapped in 
filter.

  Particularly strong filter tank, of injected reinforced thermoplastic, corrosion-proof 
guarantee and high resistance.

  Grate of elements designed for filtering from bottom to top and back-wash in the other 
direction.

  The new Hayward® filter clamp assembly consists of two key components that work in 
concert with the clamp to reduce the likelihood of improper re-assembly during routine 
filter maintenance. A unique bolt and nut hardware configuration eliminates the need to 
handle and position multiple parts and utilizes a thread design that minimizes the number 
of turns required to secure the nut to the bolt during clamp assembly.

  Complete built-in drain 1’’1/2 offering full and fast cleaning for simplified filter draining.
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Valves for D.E. filters* In/Out Path number P/N

DE2420 - DE3620 1’’1/2 6 SP0710XR50E

DE4820 - DE6020 - DE7220 2’’ 6 SP0715XR50E
*Manufacturer advice: reload after backwash: maximum load approx.-30%. Hayward® advices a complete cleaning of the filter every 
year at the end of the saison. Filters and valves are sold separately.

EFFICIENCY
  Filter finesse: 2 to 5 μ.
  Restrict the usage of chemical products.

POLYVALENCE
  5 available models of 11 to 30m3/h for all in 
ground pools.
  2’’ or 1’’ ½ connections.

EXTRA DURABILITY
  Injected housing of durable glass reinforced 
copolymer, resisting chemical and saline 
corrosion in normal use.
  Filter tanks made from durable glass reinforced 
copolymer to meet the demand of toughest 
applications and environmental conditions.

EASE OF USE
  Pressure gauges, purge and drain plugs.
  One-piece, with key for screwing.
  Allow sufficient height to open the filter 
(minimum clearance height: 650mm above the 
filter).
  10-year warranty on filter tank.

ACCESSORIES
  Hayward® D.E separation tank C09002SEP are 
ideal for water conservation and savings during 
backwashing by returning chemically treated 
backwash water to the pool.
  D.E. Measuring cup, capacity 450g EC0010SC.
  Delivered without side valve. Remember 
to order the side valve with a part number 
corresponding to be chosen model. (see the 
table of valves below).


